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1. Company & Product Information 
Company Name: 
UniTherm 
711 Jones Street
Lewisville, Texas 75057

2. Description 
Fiberglass 2025 is woven by high quality E-glass texturized yarn , and then pass through a oven 
with high temperature in order to burn off the sizing and other organic elements in the cloth. After 
this heat treatment, fiberglass cloth will change to tan color and it will be smoke-free during the 
application.

3. Applications 
No difference from fiberglass loomestate, but especially for the application where smoke is now 
allowed.

4. Technical Index
1 WEAVE Plain

2
YARN WRAP EC9 430tex ETG 11.6
(tex) WEFT EC9 430tex ETG 11.6

3 WIDTH
100 cm 40 inch
150 cm 60 inch

4 CLOTH WIDTH 600 g/m2 17.6 OZ/YD2

5 TREATMENT Caramelized (heat treated)
6 TOTAL THICKNESS 0.75mm 0.03 inch

7 THREAD COUNT 
WARP 8 per cm 20 per inch
WEFT 5.7 per cm 14 per inch

8 TENSILE STRENGTH 
(min)

WARP 2250 N/5cm 250 lbs/inch
WEFT 1216 N/5cm 135 lbs/inch

9 SERVICE TEMPERATURE Up to 550°C

Fiber 2025

Specifications


